Degrees of Protection 
Enclosure Systems used in most applications especially in the industrial & infrastructure areas are exposed to special stresses. For safety and operational reasons they must be protected from external influences. Dust, dirt, vermin and water are environmental influences that must not present a problem for a product used in these applications.

IP protection and standards define the properties which a product must comply with in respect of contact, dust and water protection.

The Hensel range of enclosures, cable junction boxes and cable entry systems includes a complete range that offers protection from IP54 to IP67.
What is it that guarantees adherence to the IP rating? The key action that ensures this is by using type-tested matching systems. Some of the steps necessary to provide a safe system are –
· All components of a system must assure the same IP rating i.e. IP65 protection is achieved by using a box rated IP65 with a cable entry product rated IP65

· The hole diameters of the cable entry and the knockouts of the box must match i.e. Cable entry M25, knockout M25

· The cable entry and sealing areas must match i.e. the sealing area of the cable entry system should match the cable diameter
· Adhere to the torque values of the box wall & cable gland, cable gland and cable

· Seal the holes used in wall mounting with the correct sealing caps

· Provide strain relief for cables.

Hensel provide a complete solution of coordinated products to assure safety and reliability. The range includes the basic IP54 Cable Junction Box used for cable duct and conduit installation to the IP67 KD range used in harsh off-shore applications. IPD Industrial Products stock and distribute Hensel products in Australia.

